May 14, 2008 — 12:47 PM

P:\CRRA—Ash building\Site Design\Sheet\C—09.dwg

/ § /l
| [} |
| m | e
/ N / | -
: / = \
| J ’ 4 .
\ \
\ 7 / \
\ T ~ / // \
§ — = / \
P ,
I < \ |
- S/ 1
\ _ - /
/
IS /
\ /
\ /
A /
==\ /
\ \ \ == AREA "D” //
— -
\% \L R = = PLACE HAY BALES AROUND Qg’glﬁgﬁ%%ﬁ BUILDING /
- INLET FOR SEDIMENT CONTROL /
o /
— - AREA "D” /
o \ =
l T - /)/ w
\/ —
PLACE HAY BALES ACROSS SWALE
FOR SEDIMENT CONTROL
®)
~
= —
N
o U
-~ O
+ =
| D)
l
l
l
l o
l
| . K CONE OR BARRICADE (TYP)
) d giEgICAADES PLACE HAY BALES AROUND
® 10 SPAGING INLET FOR SEDIMENT CONTROL
TRUCK SCALE
AREA "B” Y
PLACE HAY BALES ACROSS SWALE - - v -
FOR SEDIMENT CONTROL : \
S 5
N I ! /. _ — - @ - & > e &
7 - | - — o
I L 4 —D ‘u, ‘Tihi\ Jii 777’|77_‘<—1F:’|r477 - 7| )
1' ad
| \
| \
| \
f \
| L \
/ d \
| \
| \
| | § \\
/ . ‘ H
j l 0 L L . 2o \
/ | Il S~ =~ \
~/ — §

STAGE |

1. PLACE CONSTRUCTION SIGNING
2. INSTALL EROSION/SEDIMENT CONTROL ITEMS

INSTALL BOLLARDS IN AREA "A”
CLEAR SCALE AREA AND REMOVE EXISTING WALL

o &~

CONSTRUCT SEGMENTAL RETAINING WALL
6. CONSTRUCT APPROACH SLABS AND SCALE FOUNDATION

NOTES:

1. PLACE CONES/BARRICADES AT 25° MAXIMUM SPACING.

STAGE Il

1. CONSTRUCT WORK AREAS "B”, "C”, "D”, AND "E”
2. PROVIDE 100" TAPER AT APPROACH TO WORK AREAS

2. PAVE SCALE AREA
3. ONE 12’ LANE TO BE KEPT OPEN AT ALL TIMES.

STAGE Il

1. INSTALL SCALE AND SCALE HOUSE

EROSION CONTROL NOTES:

1. THE CONTRACTOR SHALL CONTACT "CALL BEFORE YOU DIG” (1-800—-922—-4455) 48 HOURS PRIOR TO ANY EXCAVATION OPERATION.

2. IMPLEMENTATION OF ALL SEDIMENTATION AND’ EROSION CONTROL MEASURES SHALL CONFORM TO THE CONTRACT DRAWINGS AND SPECIFICATIONS OR TO THE "CONNECTICUT
GUIDELINES FOR SOIL“EROSION AND SEDIMENT ,CONTROL,” REVISED 2002, WHICHEVER IS MORE STRINGENT.

3. CONSTRUCTION ENTRANCES, PERIMETER SEDIMENTATION BARRIERS AND PROTECTION AT EXISTING INLETS SHALL BE INSTALLED PRIOR TO ANY EXCAVATION (INCLUDING THE REMOVAL
OF STUMPS).

4. IT IS THE INTENT OF THESE PLANS TO SHOW THE INITIAL SOIL EROSION AND SEDIMENTATION CONTROL MEASURES REQUIRED. ACTUAL LOCATIONS OF CONTROLS MAY CHANGE AS
CONSTRUCTION PROCEEDS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR PROVIDING ADDITIONAL CONTROL MEASURES AS REQUIRED OR AS DIRECTED BY THE ENGINEER.

5. AREAS DISTURBED BY CONSTRUCTION WHICH WILL NOT BE COVERED BY PAVEMENT, CURBING, OR SIDEWALKS SHALL BE PROVIDED WITH A PERMANENT OR TEMPORARY VEGETATIVE
COVER, OR MULCHED. THE COVER SHALL BE PROVIDED WITHIN A REASONABLE TIME PERIOD, AS DETERMINED BY THE ENGINEER.

6. IF AREAS HAVE NOT RECEIVED A VEGETATIVE COVER WITHIN THE ALLOWABLE TIME, THEN THE AREAS SHALL BE PROTECTED WITH A MULCH OF HAY OR JUTE MESH. THESE MEASURES
SHALL BE APPLIED IN CONFORMANCE WITH THE AFOREMENTIONED GUIDELINES.

7. SEDIMENT AND DEBRIS TRAPPED BY SEDIMENT BARRIERS SHALL BE REMOVED AND DISPOSED OF AS DIRECTED BY THE ENGINEER WHEN IT REACHES ONE HALF THE HEIGHT OF THE
BARRIER.
8. THE CONTRACTOR SHALL BE RESPONSIBLE FOR THE INSTALLATION, INSPECTION, MAINTENANCE, AND REMOVAL OF ALL SEDIMENTATION AND EROSION CONTROL MEASURES. ALL

MEASURES SHALL BE INSPECTED BY THE CONTRACTOR WEEKLY DURING DRY WEATHER, AFTER EACH RUNOFF—PRODUCING STORM, AND AT LEAST ONCE A DAY DURING PERIODS OF
PROLONGED RAINFALL. REPAIR OR REPLACEMENT OF DAMAGED SEDIMENTATION OR EROSION CONTROL MEASURES SHALL BE DONE IMMEDIATELY. SEDIMENTATION AND EROSION CONTROL

MEASURES SHALL BE REMOVED AFTER UPLAND AREAS BECOME STABLE.

9. PROVISIONS SHALL BE MADE TO SAFELY CONDUCT SURFACE RUNOFF TO PROTECTED STORM DRAINS OR PROTECTED OUTLETS TO ENSURE THAT SURFACE RUNOFF WILL NOT DAMAGE
SLOPES OR OTHER GRADED AREAS.

10. SEDIMENTATION BARRIERS SHALL BE INSTALLED AS CONSTRUCTION PROCEEDS AT TOES OF SLOPES, ACROSS SWALES AND ACROSS OPEN GRADED SURFACES. ALL AS NECESSARY TO
CONTAIN SEDIMENTATION TRANSPORT.

11. SIDE SLOPES OF STOCKPILED MATERIALS SHALL NOT EXCEED TWO HORIZONTAL TO ONE VERTICAL.
12. ALL EROSION CONTROLS MUST REMAIN IN PLACE UNTIL AUTHORIZED TO BE REMOVED BY THE CONSTRUCTION MANAGER.

15. ALL EMBANKMENT SLOPES 3:1 OR GREATER ARE TO BE STABILIZED WITH EROSION CONTROL BLANKET, NORTH AMERICAN GREEN S150BN OR APPROVED EQUIVALENT, UNLESS

OTHERWISE NOTED ON THE DRAWINGS.
SOIL EROSION AND SEDIMENT CONTROL NOTES
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