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DWG.
A REVISION MARK

ABBREVIATIONS

Q@ AT M.B. MARKER BOARD

& AND MAT’L MATERIAL

ACOUST. ACOUSTICAL MAX. MAXIMUM

ACT ACOUSTICAL CEILING TILE M. MEN, MALE

ADD. ADDITION MECH. MECHANICAL

ADJ. ADJUSTABLE MFR. MANUFACTURER

ADMIN. ADMINISTRATION MIN. MINIMUM

AF.F. ABOVE FINISHED FLOOR M.O. MASONRY OPENING
AL., ALUM. ALUMINUM MTD. MOUNTED

ALLOW. ALLOWABLE MTL. METAL

APPROX. APPROXIMATELY NEC'Y NECESSARY

B.EM.S. BUILDING ENERGY MANAGEMENT SYSTEM  NOM. NOMINAL

BLDG. BUILDING N.L.B. NOT IN BUILDING

B.O. BOTTOM OF N.I.C. NOT IN CONTRACT

BM BEAM N.L.P.S. NOT IN PROJECT SCOPE
BW BOTTOM OF WALL N.T.S. NOT TO SCALE

CAB. CABINET NO. NUMBER

CB, CHKBD CHALKBOARD 0.C. ON CENTER

CER. CERAMIC 0.D. OUTSIDE DIAMETER
C.J. CONTROL JOINT OPP. OPPOSITE

C.G. CORNER GUARD 0.S. OVERFLOW SCUPPER

< CENTER LINE PT PAINTED

CLG. CEILING PR.TR. PRESSURE—TREATED
CLO. CLOSET > (ON SITE DWG) PROPERTY LINE

C.M.U. CONCRETE MASONRY UNIT > (ON STRUCT. DWG) PLATE

CONC. CONCRETE P—LAM. PLASTIC LAMINATE
CONF. CONFERENCE POLY POLYURETHANE

CONT. CONTINUOUS PWC PLASTIC WALL COVERING
CORR. CORRIDOR PLWD. PLYWOOD

CPT CARPET RAD. RADIUS

D.C. DISPLAY CASE R.D. ROOF DRAIN

DEG. DEGREES RECEPT. RECEPTACLE

DISP. DISPENSER RES RESILIENT BASE

DN. DOWN REQ'D REQUIRED

DWG. DRAWING R.L. ROOF LEADER

EA. EACH RM. ROOM

EF. EXHAUST FAN R.0. ROUGH OPENING

E.J. EXPANSION JOINT SC SOLID CORE

EL., ELEV. ELEVATION SCONC SEALED CONCRETE
ELEC. ELECTRICAL S.R.D. SECONDARY ROOF DRAIN
ELECTRO.—MAG. ELECTRO—MAGNETIC SIM. SIMILAR

EQUIP. EQUIPMENT sQ. SQUARE

EW.C. ELECTRICAL WATER COOLER ST., STL. STEEL

EXIST. EXISTING STOR. STORAGE

ETR EXISTING TO REMAIN STRUCT. STRUCTURAL

EXP. EXPANSION SV SHEET VINYL

EXPD. EXPOSED T. TREAD

F. FEMALE T&B TOP AND BOTTOM

F.E. FIRE EXTINGUISHER TB, TCKB TACKBOARD

FDN., FOUND. FOUNDATION T.0. TOP OF

FL. FLOOR T.O.W. TOP OF WALL

FLUOR FLUOROPOLYMER (FACTORY PTD.) TYP. TYPICAL

FLRG. FLOORING U UNFINISHED

FRP FIBERGLASS REINFORCED PANELS U.L. UNDERWRITERS LABORATORY
GA. GAUGE U.N.O. UNLESS NOTED OTHERWISE
GALV. GALVANIZED U.ON. UNLESS OTHERWISE NOTED
GFCl, GFI GROUND FAULT CURRENT INTERRUPTER  VCT VINYL COMPOSITION TILE
GWB GYPSUM WALLBOARD VERT. VERTICAL

GYP. BD. GYPSUM BOARD VEST. VESTIBULE

HORIZ. HORIZONTAL V.LF. VERIFY IN FIELD

HM. HOLLOW METAL w/ WITH

H.P.L. HIGH PRESSURE LAMINATE WD. WOOD

HR. HOUR w/0 WITHOUT

[ J. ISOLATION JOINT W.P. WALL PANELING

INFO. INFORMATION W.H.I. WARNOCK HERSEY INC.
INT. INTERIOR W.W.F. WELDED WIRE FABRIC
INSUL INSULATION

JAN. JANITOR NOTE: ABBREVIATIONS, NOTES & LEGENDS FOR
JT JOINT MECHANICAL, ELECTRICAL AND OTHER

LAM. LAMINATE ENGINEERING DISCIPLINES CAN BE

LAV. LAVITORY FOUND ON THEIR RESPECTIVE DRAWINGS.
L.LV. LONG LEG VERTICAL

CODE INFORMATION

1. USE GROUP CLASSIFICATION (Chapter 3)

S-2, Storage, Low—Hazard

(Primary):
(Incidental):

2. CONSTRUCTION TYPE (Chapter 6)
Minimum Type Required:

2B (Noncombustible/Unprotected)

Actual Type Provided (New Addition):

2B (Noncombustible/Unprotected)

6.

FIRE RESISTANT RATING OF STRUCTURE ELEMENTS

)
b) Fire Walls:
c) Fire Separations:
)

d) Smoke Barriers:

e) Enclosure of Exits:

f) Shafts:

g) Exit Access Corridors:
h)

a) Exterior Walls (load bearing): 0 Hr(s)
N/A Hr(s)

N/A Hr(s)

N/A Hr(s)

N/A Hr(s)

N/A Hr(s)

N/A Hr(s)

Interior Bearing Walls & Columns: 0 Hr(s)

i) Structural Members Supporting Wall: 0 Hr(s)
j) Floor Construction Including Beams: N/A Hr(s)
0 Hr(s)

k) Roof Construction:

CONNECTICUT

RESOURCES
RECOVERY

AUTHORITY

TEL. NO. (860)—757—7700
FAX. NO. (860)—757-7743

A&E FIRM

URS CORPORATION AES
500 ENTERPRISE DRIVE

ROCKY HILL, CT. 06067
1-(860)-529-8882

3. BUILDING HEIGHT (Table 503) : 7.  MODIFICATIONS
Allowable Height (story/feet): 2 Stor‘|es/55 Ft. Provide Modification Number and Code Section Number being modified. Note if
Actual Height  (story/feet): Existing: 2 Stories/35 Ft. approved or not. NONE
Actual Height  (story/feet): Addition: 1 Story/32 Ft.
8. ACCESSIBLE BUILDING \// Designated
4. BUILDING AREA (Table 503) First Non—designated
AIIowobIe. B'uilding Area: -(Without any Area Modifications) 26,000 SF. 0. SPRINKLER PROTECTION
Emsﬁng Construction: 8,024 SF. : None Entire Building
Addition: 2,060 SF.
Total: 10,084 SF
10. CODES TO WHICH THIS PROJECT WAS DESIGNED
Connecticut State Building Code
IBC International Building Code/2003
5. OCCUPANCY LOAD (Table 1004.1.1)/ EGRESS (Table 1016.1) International Plumbing Code (IPC)/2003
Total O ¢ Load (300 SF/ O D: International Mechanical Code (IMC)/2003
otal Yecupant Loa ( _ ,/ _veetpan ): 33 NFPA 70-2005 Electrical Code
Total Exit CQpCICIty for BU||d|ng. 330 Connecticut Supplement/ZOOS
Maximum Allowable Travel Distance: 300 Ft Connecticut Fire Safety Code / 2005
Actual Maximum Travel Distance: 148 Ft
11. THRESHOLD BUILDING CONDITIONS:  YES[ ] No @
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THE INFORMATION CONTAINED IN THIS
SET OF DOCUMENTS IS PROPRIETARY
BY NATURE. ANY USE, DISCLOSURE
OTHER THAN THAT WHICH RELATES TO
CONNECTICUT RESOURCES RECOVERY
AUTHORITY IS STRICTLY PROHIBITED.

REVISIONS

NUMBER| DATE REMARKS

MID-CONNECTICUT
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POWER BLOCK FACILITY
ASH LOADOUT BUILDING
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HARTFORD, CT.
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