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PROVIDE GALVANIZED STRUT
AND FASTEN SECURELY TO

STRUCTURE FOR DISC. SW.
AND TRANSFORMER SUPPORT.
COORDINATE WITH BUILDING
MANUFACTURER.
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¥2" EMPTY SIGNAL CONDUIT

WITH DRAG LINE

NOTE: |
REFER TO RISER DIAGRAM )
FOR ADDITIONAL INFORMATION —

2 #3 AND 1 #3N-1 1/4” C
TO SCALE HOUSE PANEL
#4 AWG BARE COPPER GROUND

TO TWO (2) 5/8"x10° COPPER
CLAD GROUND RODS SPACED AT

6' APART, MINIMUM.
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| |
i w i w P w | P 2 #10S40F 480—120,/240V
P : 1-PHASE, NEMA 3R
q 10KVA TRANSFORMER,
242/0 AND 1466-2" GRC | | OR APPROVED EQUAL— —_ _ _ _
:\ : 2#2/0 AND 1#66-2" GRC
- | BULDING | (TYP., UNO) : We
| | | OUTLINE | QUAZITE (OR EQUAL)
| | | IN-GROUND PULL BOX :
BT PANEL | | TRANSITION FROM |
'LPB' I GRC TO PVC |
(CONFIRM ExacT L _ _ _ _ ] POWER Ll
LOCATION) )' '\
SIGNAL

SCALE HOUSE

60A-2P WP
NON—-FUSED DISC.
SWITCH

2" SCHED 40 PVC EMPTY PVC

(IN CONCRETE ONLY)

24#2/0 AND 1#6G-2" GRC

— j/L — ==+ AJ\REFER TO NOTE 2
POWER FEEDER

j/L K (2#2/0 AND
6\ TRANSITION FROM  1#66-2" SCHED

GRC TO PVC 40 PVC IN
CONCRETE ONLY)

SIGNAL CONDUIT

WITH DRAGLINE

RISER DIAGRAM NOTES

1. REFER TO DRAWING #E—-102 FOR ROUTING OF
CONDUITS.

2.  PROVIDE #8 AWG COPPER GROUNDING ELECTRODE
CONDUCTOR FROM TRANSFORMER SECONDARY NEUTRAL

TO TWO (2) 5/87x8" LONG COPPERCLAD GROUND RODS
SPACED AT MINIMUM 6’ APART.

/"3 ELECTRICAL RISER DIAGRAM

E-103/ SCALE: NONE

RAMP DN

PROVIDE BELOW GRADE STUB-OUTS,
(3) 1" PVC CONDUITS, TO 5
OUTSIDE OF BUILDING, FOR SCALE
ELECTRICAL REQUIREMENTS AND CAP.
COORDINATE STUB—UP LOCATIONS
WITH SCALE HOUSE REQUIREMENTS.
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REFER TO RISER DIAGRAM
// — — = 4/E-103 FOR CONTINUATION

SCALE HOUSE ELECTRICAL PANEL
FURNISHED WITH SCALE HOUSE

CONFIRM LOCATION OF ELECTRICAL
PANEL FOR STUB—UP LOCATION

o- -+ —Gc—=
K EMPTY 2" CONDUIT WITH DRAG—LINE

FOR SIGNAL WIRING PROVIDED BY
OWNER. SEE RISER DIAGRAM FOR
CONTINUATION. COORDINATE STUB-UP
LOCATION WITH SCALE HOUSE

/"1 SCALE HOUSE FLOOR PLAN
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