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GENERAL MECHANICAL NOTES:

1. ALL WORK SHALL COMPLY WITH THE LATEST CONNECTICUT STATE CODES AND SUPFPLEMENTS.
A. 2003 INTERNATIONAL BUILDING CODE
B. 2003 INTERNATIONAL PLUMBING CODE
C. 2003 INTERNATIONAL MECHANICAL CODE

D. 2003 INTERNATIONAL EXISTING BUILDING CODE

E

F

G

INCLUDING BUT NOT LIMITED TO THE FOLLOWING:

. 2003 NATIONAL ELECTRICAL CODE NFiPA 70

. IFGC

. 2005 CONNECTICUT STATE BUILDING CODE

APPLICABLE ASTM

APPLICABLE ANSI

APPLICABLE UL

2. CONTRACTOR SHALL FURNISH ALL MATERIAL, LABOR AND EQUIPMENT TO COMPLETE THE WORK FURNISH A COMPLETED JOB ALL IN ACCORDANCE WITH
LOCAL AND STATE GOVERNING AUTHORITIES AND OTHER AUTHORITIES HAVING LAWFUL JURISDICTION OVER THE WORK, THE CONTRACTOR SHALL OBTAIN
ALL REQUIRED PERMITS AND ARRANGE FOR ALL REQUIRED INSPECTIONS IN ACCORDANCE WITH ALL STATE AND LOCAL GOVERNING AUTHORITIES.

3. DRAWINGS INDICATE STANDARD REQUIREMENTS. ADDITIONAL REQUIREMENTS BY ORDINANCES, LAWS CODES RULES OR REGULATIONS ARE PART OF THE
CONTRACTOR. THE CONTRACTOR SHALL INCLUDE IN HIS WORK AND SHALL EXECUTE THE WORK CORRECTLY IN ACCORDANCE WITH SUCH ORDINANCES,
LAWS, CODES, RULES OR REGULATIONS WITH NO INCREASE IN COSTS TO THE BUILDING OWNER OR URS CORPORATION AES.

4. CONTRACTOR IS TO REVIEW ALL DRAWINGS AND SPECIFICATIONS IN THE CONTRACT DOCUMENT SET. THE CONTRACTOR SHALL COORDINATE ALL WORK
SHOWN IN THE CONTRACT DOCUMENT SET WITH ALL OTHER TRADES FOR PROPER INSTALLATION OF WORK. THE CONTRACTOR SHALL PROVIDE A
COMPETE SET OF DRAWINGS COORDINATED WITH ARCHITECTURAL, STRUCTURAL, ELECTRICAL AND SITE PROTECTION DRAWINGS FOR LOCATION OF
OPENINGS, RECESSES, BUILT—ION WORK, CLEARANCE REQUIREMENTS, POWER REQUIREMENTS, SUPPORTS, ETC, TO ALL SUBCONTRACTORS AND ALL
RELATED PARTIES. SUBCONTRACTORS SHALL EXAMINE ALL THE DRAWINGS AND SPECIFICATIONS FOR THE INFORMATION THAT AFFECTS THEIR WORK.

5. MECHANICAL DRAWINGS, PLANS AND DETAILS ARE DIAGRAMMATIC AND DO NOT SHOW ALL INTERFERENCE'S AND CONDITIONS VISIBLE AND/OR HIDDEN
THAT MAY EXIST. THE CONTRACTOR MUST VISIT THE JOB SITE TO BECOME FAMILIAR WITH EXISTING CONDITIONS AND ASSUME RESPONSIBILITY FOR
CONDITIONS THEREOF, BEFORE BIDDING AND DURING THE CONDUCT OF WORK.

6. THE LOCATION OF EQUIPMENT AND WORK SUPPLIED BY OTHERS THAT IS DIAGRAMMATICALLY INDICATED ON THE DRAWINGS SHALL BE DETERMINED BY
THE CONTRACTOR. THE CONTRACTOR SHALL DETERMINE LOCATIONS AND DIMENSIONS SUBJECT TO STRUCTURAL CONDITIONS AND SHALL COORDINATE
THE WORK OF ALL SUB—CONTRACTORS.

7. ANY AND ALL ERRORS, DISCREPANCIES AND 'MISSED’ ITEMS ARE TO BE BROUGHT TO THE ATTENTION OF THE OWNER AND/OR ARCHITECT DURING THE
BIDDING PROCESS BY THE CONTRACTOR. ALL THESE ITEMS ARE TO BE INCLUDED IN THE BID. NO 'EXTRA" WILL BE ALLOWED FOR MISSED ITEMS
WHICH ARE REQUIRED FOR COMPLETION, FUNCTIONALITY AND SERVICEABILITY OF [TEMS SPECIFIED.

8. IN THE EVENT OF ANY AMBIGUITY OR DISCREPANCY BETWEEN THE PLANS AND SPECIFICATIONS, THE SPECIFICATIONS SHALL GOVERN. HOWEVER, PRIOR
TO COMMENCEMENT WITH THE WORK IN QUESTION, THE ENGINEER SHALL BE NOTIFIED FOR DETERMINATION.

9. THE CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS, ELEVATIONS AND ANGELS, PRIOR TO THE FABRICATION AND/OR INSTALLATION OF ANY WORK
IN THE CONTRACT AREA.

10. THE CONTRACTOR SHALL VERIFY ALL MANUFACTURER’S CATALOG NUMBERS WITH MANUFACTURERS FOR CURRENT CONFIGURATIONS AND FUNCTIONS. ALL
EQUIPMENT AND MATERIAL SHALL BE LABELED, LISTED AND INSTALLED IN ACCORDANCE WITH MANUFACTURER’'S INSTRUCTIONS AND RECOMMENDATIONS.

11. SUBSTITUTION OF SPECIFIED EQUIPMENT IS SUBJECT TO THE OWNER'S AND ENGINEER'S REVIEW AND ACCEPTANCE. ALL DESIGN, INSTALLATION LABOR,
MATERIALS AND WARRANTIES NECESSARY TO ACCOMMODATE SUBSTITUTION REQUIREMENTS MUST BE PROVIDED AT NO EXTRA COST TO THE OWNER.

12. THE TERM "PROVIDE" SHALL MEAN FURNISH, INSTALL, CONNECT AND MAKE OPERABLE.

13. THE TERM "INDICATED” SHALL MEAN AS SHOWN IN CONTRACT DOCUMENTS (DRAWINGS SPECIFICATIONS AND RELATED ATTACHMENTS).

14. BEFORE SELECTING MATERIALS AND/OR EQUIPMENT AND PROCEEDING WITH THE WORK, INSPECT ALL AREAS TO INSURE SUITABILITY, FIT, CLEARANCES
AND INTERCONNECTIONS.

15. ALL DUCT DIMENSIONS ARE INSIDE DIMENSIONS. ALLOWANCE SHALL BE MADE FOR OVERALL DIMENSIONS WHEN DETERMINING CLEARANCE
REQUIREMENTS.

16. COORDINATE CONNECTION OF DUCT WORK TO SUCTION PLENUM WITH OWNER.
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