24 AM

N

April 30, 2008 —

P:\Disciplines\Mechanical\Sheet\M—501.dwg

11'= 4 1/4"

—— 2" COPPER
CONNECTION WATER
OUTLET

5-0 1/8”

3-5 3/4”

2" COPPER
CONNECTION WATER
\ INLET

2 3/4”
L1

DOOR SWING 180'&

LOW AMBIENT
/ DAMPER
——— — — — — 7

| | ()
/ 1/ |

6,—4”

~C
-
/6:_2”

— 2" COPPER
CONNECTION WATER
OUTLET

5-2 1/2”
)

— 2" COPPER
CONNECTION WATER
INLET

T/

LI e Ll

11'=4 1/4"

CHILLER & PUMP PACKAGE DETAIL
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FLEX CONNECTOR (TYP)

AIR COOLED CHILLER CONNECTION DETAIL
N.T.S.

TEMPERATURE GAUGE (TYP.)

MANUAL AIR VENT
S3—WAY FULLY

PET COCK FOR MODULATING
PRESSURE GAUGE CONTROL VALVE

CIRCUIT SETTER
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CHILLED WATER COIL PIPING DETAIL
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GAUGE CONNECTIONS
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NOTE: ALL VALVES AND FITTINGS
SHALL BE THE SAME SIZE

AS PIPE UNLESS NOTED
OTHERWISE

HEATING COIL PIPING DETAIL
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N.T.S.

STEEL ANGLE
AS REQUIRED\\

STRUCTURAL MEMBER
(SHOWN IN SECTION)

C—CLAMP W/LOCKNUT
GRINNELL FIG. 86

RIGID BLOCK INSULATION AT SADDLE

SADDLE SUPPORT MIN. 12°LONG

INSULATION PROTECTION SHIELD PER
GRINNELL FIG. 167, AS REQUIRED

NOTE:

HANGER ROD THREADED
BOTH ENDS SEE SPEC'S

NORMAL ANGLE

APPROX 45 DEGREES FIC 148

SWIVEL CONNECTION
ADJUSTABLE END
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\CLEVIS HANGER GRINNELL

FIG. 260 13'- 4" 0O.C.

INSULATION
AS REQUIRED

1. USE ROLLERS WHERE PIPE MOVEMENT IS ANTICIPATED
2. MAXIMUM SPACING OF CLEVIS HANGER = 13'-4"

PIPE HANGING DETAIL-
SEISMICALLY RESTRAINED
5 N.T.S.
PIPE CLAMP, MATCH
o TO PIPE SIZE
G MU INSULATED CHILLED WATER
SPACING PIPING IN WEATHER TIGHT
~ ] ALL SERVICE JACKET
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" WOOD (LENGTH AS REQUIRED)

|;|¥ 2”X10” PRESSURE TREATED WOOD SUPPORTS

WITH 1" POLYSTYRENE INSULATION BETWEEN
K TREATED WOOD AND ROOF MEMBRANE
ROOF MEMBRANE

CHILLED WATER PIPING ROOF SUPPORT
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N.T.S.

\— 3/8”" EYE BOLT

W/LOCKNUT GRINNEL

CABLE CLAMPS

STAINLESS STEEL
AIRCRAFT CABLE

PIPE HANGER
W/ ROD TO
STRUCTURE

PIPE INSULATION
AS SPECIFIED

PIPE

18 GAUGE PIPE
SHIELD (MIN 12"

PROVIDE RIGID LONG)

BLOCK W/FLARED ENDS
INSULATION AT

SADDLE

SUPPORT
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DETAIL FOR TYPICAL PIPE HANGER
N.T.S.

STEEL BEAM, BAR JOIST —
AND/OR STEEL BRACING
CHANNEL SECURED TO

BEAM CLAMP
EXIST. STRUCTURE /
\ O
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SEE PLANS FOR INSIDE JACKET —
DUCT DIMENSIONS -

DUCT INSULATION AND

REINFORCING ANGLE
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NOTES:
1. DO NOT SUPPORT DUCTS FROM METAL DECK.
2. SIZE AND PROVIDE SUPPORT STEEL MEMBERS AS REQ'D.

TYPICAL DUCT HANGING DETAIL

N.T.S.
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PIPE HANGERS — PROVIDE DOUBLE
DEFLECTION NEOPRENE (TYPE HN) FOR
FIRST TWO ON EACH SIDE OF PUMP
SUPPORT PUMP BY PIPING ONLY

PRESSURE GAUGE WITH
PET COCK (TYPICAL)

% ’/7 ISOLATION VALVE (TYPICAL)

\¥ STRAINER WITH CAPPED

BLOWDOWN VALVE

UNION (TYPICAL)

CHECK VALVE

BALANCING AND

SHUT—OFF VALVE

WITH MEMORY L %

STOP o /

IN—LINE PUMP

DIRECTION OF FLOW

IN-LINE CIRCULATING
PUMP DETAIL

N.T.S.

STAINLESS STEEL
AIRCRAFT CABLE-
TYP. BOTH SIDES
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