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MOBILE SHREDDER
FOR THE
MID-CONNECTICUT WASTE PROCESSING FACILITY
On the table on the following pages, each bidder must indicate whether or not the mobile shredder it would provide complies with each of the specified technical specifications. Bidders must mark (“X”) in the "Yes" column if their mobile shredder complies with a technical specification or in the "No" column if their mobile shredder does not comply with a technical specification. Additionally, each item shall be initialed by the bidder in the provided column. Failure to comply with this request may cause a bid to be rejected.

Each item marked as not in compliance with a technical specification must be explained on an additional page attached by the bidder and signed.

	Category
	Specification
	Complies

	
	
	Yes
	No
	Initials

	Engine
	Minimum 583 net horse power, rated speed 2100 rpm 6 cylinder, liquid cooled, diesel engine.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Must meet EPA Tier 3 emissions compliance.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Primary and secondary air filters and pre-cleaner.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Electronic engine protection and control center access for mechanic to walk thru engine compartment for maintenance.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Automatic reversal cooling fan to clean engine radiator.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Separate hydraulic oil radiator with reversing cooling fan.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Controls
	The shredder must be remote controlled (fully functional) for all of the unit's operations, including emergency stop.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Shredding Unit
	Double sided hydraulic roller drive with automatic torque sensing, power control and hydraulic overload protection.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Pre-selected drum reversal cycle and adjustable drum speed from 0-38 rpm with automatic reversal for cleaning cycle.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	2 hydraulic displacement pumps.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	2 hydraulic displacement motors.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	 2 planetary reduction gears.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	1 drum equipped with hardox wear rings and weldments.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Rotor driven on both ends by synchronized motors.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Shredder
	Hydraulic track mounted unit
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Transport width 9' - 8"
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Transport height 10' - 6"
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Transport length 21' - 7"
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Unit operating weight, 62,000
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Input Hopper
	Large capacity fixed wall hopper
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Filling height 9' 7"
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Minimum Input hopper opening, 9' deep x 12' wide
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Dust control system - fixed water supply
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Hopper to be bolted to unit but removable
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Out-Feed Conveyor
	Minimum clearance under rotor 40"
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Out-feed conveyor belt with cleats and automatic reversal.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Out-feed conveyor, width 39"
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	High wear/puncture resistant steel cord rubber belt
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Discharge Conveyor
	Angle adjustable discharge from 10 - 35 degrees
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Discharge height between 12' - 14'
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Discharge conveyor width 39"
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Angle adjustable using remote control
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Drum Design
	Length 9' 8" 
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Diameter 3' 5"
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Triple sided, triple use reusable cutting tooth design
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Number of teeth, 30 minimum, slightly overlapping spiral pattern
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Hydraulically adjustable cutting gap between 1/4" to 5 1/4"
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Cutting gap adjustable using remote control
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Safety Equipment
	Machine must be equipped with back up alarm
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Minimum three (3) emergency switch "off" buttons
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Remote control must have emergency off button
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Fire Suppressant Equipment
	Fire extinguisher mounted for easy access
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Additional Requirements
	Two extra complete sets of teeth, nuts, bolts to be included in bid pricing.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Training
	Minimum of 5 days training to be provided.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Rebuild Capacity
	Bidder shall have the ability to perform a complete machine rebuild that is certified by the manufacturer.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	
	Specify hours before rebuild is due.
	     
	

	Warranty
	Minimum 1 year (or 2000 hours) whichever comes first
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Manuals
	Three (3) operating and three (3) service manuals to be provided by supplier. Include all standard features not directly specified which the manufacturer normally offers as standard equipment and quote in the base price.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Parts Supply
	Ability to supply 98% of parts within a 24-hour period.
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	 

	SEPARATE OPTIONS
	 
	
	
	

	Shredder Diagnostic Information
	The ability to remotely read critical machine functions and diagnostics including hours, fault codes, etc. with cell phone
	 FORMCHECKBOX 

	 FORMCHECKBOX 

	

	Rubber Pads
	Rubber pads for steel tracks system
	 FORMCHECKBOX 

	 FORMCHECKBOX 
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